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POSTROUTING
Chain

mangle then,
nat then,

 conntrack

nat Target Exts: DNAT & REDIRECT.
mangle Target Exts: DSCP, MARK, ECN & TOS.
Non-Term Target Exts: LOG & ULOG.

nat Target Exts: MASQUERADE, SNAT
mangle Target Exts: DSCP, MARK, ECN, TOS.
Non-Term Target Exts: LOG, ULOG

Targets: ACCEPT, DROP, QUEUE & RETURN.
Target Exts: TCPMSS, REJECT.
nat Target Exts: DNAT & REDIRECT
mangle Target Exts: DSCP, MARK, ECN, TOS.
Non-Term Target Exts: LOG, ULOG

Std. Targets: ACCEPT, DROP, QUEUE & RETURN.
Target Exts: TCPMSS, REJECT.
mangle Target Exts: DSCP, MARK, ECN, TOS.
Non-Term Target Exts: LOG, ULOG

Targets: ACCEPT, DROP, QUEUE & RETURN.
Target Exts: TCPMSS, REJECT.
mangle Target Exts: DSCP, MARK, ECN, TOS.
Non-Term Target Exts: LOG, ULOG

Interface Chains: 
-i: INPUT, FORWARD & PREROUTING
-o: OUTPUT, FORWARD & POSTROUTING

NOTE: Routing must be enabled in the 
kernel in order to use the FORWARD
chain.
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